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WARNING:
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RW / RWI

SW

Note: 

** 
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 Nominal 150 psi 300 psi 400 psi

 Pipe Size Gasket Ring Gasket Ring Gasket Ring
 (Inches) I.D. O.D. O.D. I.D. O.D. O.D. I.D. O.D. O.D.

 Nominal 600 psi 900 psi 1500 psi

 Pipe Size Gasket Ring Gasket Ring Gasket Ring
 (Inches) I.D. O.D. O.D. I.D. O.D. O.D. I.D. O.D. O.D.
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 Gasket Minimum Width Maximum 
 Diameter (Gasket and Ribs) Width

 

Note: 

 Gasket Inside Outside
 Outside Diameter Diameter
 Diameter Tolerance Tolerance
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Style 600—Corrugated Solid Metal

Style 606—Solid Metal with Flexible  
Graphite Covering

Style 620—Single-Jacketed

Style 623—Double-Jacketed

Style 624—Single-Jacketed Overlap

Style 626—Double-Jacketed Corrugated

Style 627—Double Shell

Style 629—Double-Jacketed Corrugated with 
Corrugated Metal Filler



D-15

Style 631—Two-Piece French-Type

Style 635—Selected Metal and CERAFELT®*

Style 640—Solid Metal

Style 641—Solid Metal Profile

Style 642—Grooved Metal

Styles 644 and 645—Single- and Double-
Jacketed Profile

WARNING:
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With flexible graphite sealing element

With ePTFE sealing element

With graphite and ePTFE sealing element

Standard Metals

Also Available

  TEPHONIC®

 GRAPHONIC® and G.E.T.™

 

Note: 

1-800-972-7638

1-281-459-7200

Sealing Elements
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Parallel root core

Convex root core

Integral centering ring

Floating centering ring

  Construction  Centering Flange

  Ring

Garlock 
Kammprofile 
Styles

  Gasket Gasket 
 Gasket Style Factor Factor 
  "M"  "Y" (psi)

WARNING:
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Note: 


